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DEVELOPMENT OF FUEL INJECTOR NOZZLE CLEANSING MACHINE FOR SMALL SCALE WORKSHOP
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ABSTRACT


The development of a fuel injector nozzle cleansing machine addresses the challenge of clogged and inefficient nozzles in internal combustion engines, particularly within small-scale workshops. Conventional cleaning methods are slow, hazardous, and often ineffective, leading to poor spraying patterns and reduced engine efficiency. This study presents the design, fabrication, and performance evaluation of a dual-process injector nozzle cleansing machine capable of both cleaning and spray testing. The machine consists of a mild steel frame stand, fuel tank, submersible fuel pump, nozzle rail, and 12V DC power supply. Fabrication involved welding, fastening, and soldering to achieve a rigid and safe structure. Performance evaluation was conducted using anti-rust thinner for cleansing and petrol (PMS) for spray testing at a pressure of 8 psi. Experimental results revealed an average cleaning efficiency of 85% and spraying efficiency of 95% across nozzles with two, three, and four holes. Findings indicate that nozzles with a higher number of holes demonstrated faster cleaning and more effective spray distribution. The study concludes that the proposed machine provides a cost-effective, safe, and reliable alternative to industrial injector cleaning systems, making it suitable for small-scale workshops and automotive maintenance applications.
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1. INTRODUCTION

Injector nozzle cleansing machine is a dual process machine that cleanse dirty (clogged) nozzle and also for testing the spraying evaluation of nozzle for effective fluid spraying processes in the internal combustion engine. The clogged nozzle is cleansed with the cleaning process while the cleansed nozzle is evaluated with a spraying process for effective spraying at adequate pressure. Summarily, the cleaning process is the first step of the injector nozzle cleansing before the nozzle spraying is carried out afterward.

Society of Automobile Engineering (SAE) standard in accordance with Original Equipment manufacturer (OEM) states that the fuel injector nozzle of an internal combustion engine is to be serviced and or cleaned after the usage of 1000 mileage for continual effective performance (Leach et al., 2020; Lingras, , 2024)

Fuel injector nozzle cleansing has become a practice for automobile artisans. Injector nozzle cleansing machine is an equipment used in the carrying out efficiency and capability test on injector nozzle. It is used in general cleaning, maintenance and evaluation of injector nozzle that might have low efficiency or defect in ways of performing the required or adequate work expected for usage in internal combustion engine of all types of machinery.

Injector nozzle cleansing machine is very important in automobiles, industrial machines and power plants generators to ascertain the fault in the engine stroke cycle processes. Also it’s important in general maintenance of automobiles, industrial machines and power plant generators because cleaning of injector nozzle is part of the task to be carried out during the full servicing maintenance of the vehicle and general overhauling of industrial machinery which uses internal combustion as a cycle performance mode. Technician are to clean the dirt the injector nozzle might have picked from the fuel (i.e. corroded particle, immiscible liquids) after some mileage usage of the vehicle and industrial standard evaluation process.

In spraying system before the advent of nozzle, spraying of solutions fluid has been a hard task in all day to day activities of human life. Farmers are to spray pesticides, fungicides and industrial liquid manure with mechanize pump which leads to waste of resources and high labor rate. Fire fighters need to quench fire with solution at high pressure rate and high manpower in a dangerous situation. Fuels are needed to be circulated at inaccurate interval in an internal combustion engine with conventional carburetor which leads to waste of fluid in an uneconomical rate and disorder ignition cycle. (Kalghatgi, 2014; Basavaraju et al., 2016; Patel et al., 2022; Valeika et al., 2024).

Nozzles break the fluid into drop¬lets and form the spray pattern. Nozzles determine the application volume at a given operating pressure, travel speed, and spacing. Selecting nozzles that produce the largest droplet size, while providing adequate coverage at the intended application rate and pressure can mini¬mize drift (Liao et al., 2020). The size of the spray particle is important because it affects both efficacy and spray drift of the application of an herbicide or fungicide in agriculture also, the same principle is applicable in injector nozzles of machinery. If the size of the spray particle (for example, 250–500 microns) is doubled and the application volume stays the same, you have only one-eighth as many spray droplets. (Chethan et al., 2019). To gain optimum efficacy in weed control, a 10–20 gallons per acre (GPA) spray volume is typi¬cally recommended with a “medium” droplet size sug-gested for contact non-translocating herbicides, and a “coarse” droplet size suggested for contact trans-locating herbicides. Concerning for drift may cause you to consider using larger droplet sizes and higher spray volumes. (Ramsdale et al., 2003).

It is important to select a nozzle that develops the desired spray pattern and spray volume. The nozzle’s intended use—whether for broadcast application of herbicides or insecticide spraying on row crops—determines the type of nozzle needed. Examine current and future application requirements and be prepared to have several sets of nozzles for a variety of application needs. In general, do not select a nozzle that requires a nozzle screen less than 50 mesh. Nozzles requiring 80–100 mesh screens clog too easily. (Nuyttens et al., 2007; Olaru, 2013)

Spray-droplet diameters are measured in micrometres. A micrometre is approximately 1/25,000 of an inch and is usually referred to as a “micron.” For reference, the thickness of a human hair is approximately 100 microns. Drops smaller than 150 microns in diameter (smaller than the diameter of a sewing thread) usually pose the most serious drift hazard. Drift is far less likely to be a problem when droplets are 200 microns and larger in size. A study indicated that spray particles less than 50 microns in diameter remain suspended in the air indefinitely or until they evaporate. This should be avoided because there is no way to control deposition of very small droplets. A classification system developed by the British Crop Protection Council (BCPC) and the American Society of Agricultural and Biological Engineers (ASABE) assigns a droplet-size category to a nozzle based on droplet-size spectrum. This system allows for comparison of droplet size between various nozzles, operating conditions (pressure), and manufacturers. (Nuyttens et al., 2007; Fritz et al., 2012)

Numerous studies have suggested that decreasing the injector nozzle orifice diameter is an effective method of increasing fuel air mixing during injection (Baik, 2001). Smaller nozzle holes have found to be the most efficient at fuel/air mixing primarily because the fuel rich core of the jet is smaller. In addition, decreasing the nozzle hole orifice diameter, would reduce the length of the potential core region. Unfortunately, decreasing nozzle holes size causes a reduction in the turbulent energy generated by the jet. Since fuel air mixing is controlled by turbulence generated at the jet boundary layer, this will offset the benefits of the reduced jet core size. Furthermore, jets emerging from smaller nozzle orifices were shown not to penetrate as far as those emerging from larger orifices. This decrease in penetration means that the fuel will not be exposed to all of the available air in the chamber.

The simulation result on engine performance effect of injector fuel nozzle holes number and geometries in indicated power, indicated torque and indicated specific fuel consumption (ISFC) (Daud et al., 2022). The injector fuel nozzle holes orifice diameter and injector nozzle holes numbers effect on indicated power, indicated torque and performance of direct-injection diesel engine was shown from the simulation model running output. An aerodynamic interaction and turbulence seem to have competing effects on spray breakup as the fuel nozzle holes orifice diameter decreases. The fuel drop size decreases if the fuel nozzle holes orifice diameter is decreases with a decreasing quantitative effect for a given set of jet conditions. Fuel-air mixing increases as the fuel nozzle holes orifice diameter fuel nozzle holes decreases. Also soot incandescence is observed to decrease as the amount of fuel-air premixing upstream of the lift-off length increases. This can be a significant advantage for small orifice nozzles hole. However, multiple holes orifices diameter required to meet the desired mass flow rate as orifice diameter decreases (Movahednejad et al., 2013). In this case, the orifices diameter need to be placed with appropriate spacing and directions in order to avoid interference among adjacent sprays. The empirical correlations generally predict smaller drop size, slower penetrating speed and smaller spray cone angles as the orifice diameter decreases, however the predicted values were different for different relation. All of the nozzles have examined and the results are shown that the five holes nozzle provided the best results for indicted torque, indicated power and ISFC in any different engine speed in simulation.

Multi-hole nozzles have a wide range of applications in the fuel supply system of modern engines, although single-hole nozzles dominate basic internal flow and spray research. The parameters of the nozzle geometry are crucial factors that alter the internal flow dynamics of the nozzle and the consequent spray behaviors. Globally, the analysis mainly concentrated on different nozzle flow dynamics, different injection processes and different spray morphologies. ( Dong, 2019).
In other to clarify the effect of internal flow inside nozzle on the external spray, flow details inside model nozzle and real nozzle were also investigated both experimentally and numerically. For the effect of injection pressures, droplet sizes and velocities were obtained at maximum line pressure of 21MPa and 105 MPa. Droplet sizes produced from the round inlet nozzle were larger than those from sharp inlet nozzle and the spray angle of the round inlet was narrower than that from the sharp inlet nozzle. (Koo, 2003).

The main parameter for estimating injector’s nozzles is their hydraulic characteristics, part of which shows the opening flow rate from the inlet side of the fluid to the spray outlet. Majorly, the wall of the injector nozzle flow is streamlined in nature which offers little or very low resistance to flow of fluid by having sleek graceful line of flow pressure (Li, et al., 2019). Flow rate of fluid differs in coercive injector nozzle wall comparing to the streamlined injector nozzle in the spray outlet.  In the other aspect, the flow characteristics inside the nozzle internal structures and hole configuration as the needle motion is regarded as an important influencing the factor of the injector nozzle internal flow. (Gavaises, 2002; Payri et al., 2011).


[bookmark: page8]2. METHODOLOGY

Fuel Injector Nozzle is usually designed in form and shapes that allows the passage of mixture of fuel and air (fluid) at effective pressure, accurate proportion at required time into the combustion chamber of an internal combustion engine.
High pressurized power test is the main concept employed in the fuel injector nozzle cleansing machine process. The specified pressure for the design is 60 psi as obtained from ASE (Aziz and Fahmi, 2022). 
2.1 Design Description: 
The nozzle cleansing machine as designed is shown in Figure 1. The selected components of the injector nozzle include the frame stand, fuel tank, fuel pump, battery, fuel nozzle rail and the nozzles. These components play a vital role toward the achievement of the cleansing processes of the machine. The frame stands harbors the fuel reservoir, the battery and the fuel rail. 
[image: ]
Figure 1. Fuel injector nozzle cleanser
The battery provides the current required to energize both the fuel pump which aspirate the fuel from the fuel tank and opening of the injector nozzles. The fuel nozzle rail fastened to the frame serves as the mount and distribution of the transported fuel from the vacuum hose to the individual nozzles for cleansing. The fuel tank serves as the reservoir where the fluid is kept and the fuel pump are submersed to get transported to the various places its needed.
Once the Power switch is Toggled ON, the battery will energize the fuel pump. The fuel pump proffers its output by aspirating the fluid at high working pressure and velocity to the passages (hose) for the transportation to the injector nozzle rail where the fluid is distributed evenly on the nozzles for the cleansing processes to be carried out. Ideally the nozzles are cleansed with the anti-rust fluid (Thinner) then the Premium Motor Spirit (PMS) afterward. The processes are repeated for effectiveness and performance evaluation. The rusted part and clogged holes of the nozzles are flushed out and the particles streamed out of the nozzles. Changes occur in the spray pattern and the color of the streamed-out fluid which show the increase in the efficiency of the cleansing process as the input clean fluid from the reservoir will be almost the same as the output at the nozzle’s outlets.

3.RESULTS

3.2 Design Analysis:
Frame stand is the skeletal body and a mount to uphold others selected components. The frame stand is to be designed to withstand the weight of the fuel tank, the compositional fluid and the fuel pump on the upper part of the frame without deflection. Also, the frame is to be designed to withstand the battery weight at the lower part of the frame without deflection and the weight of the nozzle rail without failure.
Frame design: The frame structure which supports the other components of the equipment is built of 4 mm angle iron. The frame was fabricated for total loading situation of 24 kg made up of 5.5 kg mass of the fuel tank, 1.5 kg mass of the fuel pump and 17 kg average mass of a 12-volt DC battery. The thickness of the frame is obtained from material selection process by ranking as expressed in equation 1. The frame is fabricated by welding with the battery and the tank stand welded to the main frame 
[image: ][image: ]			(1)
Fuel tank selection: A [image: ][image: ] plastic gallon with [image: ][image: ] dimensions was selected for the equipment to ensure effective aspiration of the fuel pump and efficient working of the fuel pump without submersing the electrical terminal part of the fuel pump to avoid electric spark. 
Fuel pump: The selection of the fuel pump is determined with respect to the capacity of the fuel tank. Fuel pump of pressure range [image: ][image: ] was selected for the design. This is because the pressure requirement for the nozzle operation is about 60 psi. 
Battery selection: The 12-volt DC battery selection has been considered in aspect of appliances employed in the processes. The battery is the energy source for both the fuel pump and the nozzles during the cleansing process. 
Fuel nozzle rail: The selection of the nozzle rail was determined by the corresponding external flow diameter of the vacuum hose which transport the fluid from the fuel pump to the fuel rail. A pipe length of 300 mm with inlet flow diameter of 4 mm was used for the fluid transfer.
3.3 Fabrication Procedure:
Table 1 show the material selection and requirement for the injector cleansing machine. The machine encompasses of following components; The frame stand dimensions are 600×300×1200 mm, 12V DC battery, fluid tank of 5 liters, also the nozzle rail of 4 nozzles attachment and 50psi fuel pump. The single pole double throw (SPDT) switch and 8 (AWG) wire and 8mm vacuum hose.
Table 1. Material selection
	S/n
	Machine Parts
	Materials Recommended
	Dimensions (mm)
	Reasons

	1
	Frame stand
	Mild steel
	600x300x1200
	·         To withstand weight

	2
	Fuel Tank
	Plastic
	250x180x230
	·         To avoid spark in the fuel pump terminals

	
	
	
	
	·         Resistance to corrosion

	3
	Fuel Pump
	Stainless Steel
	220x80x70
	·         For instant Fuel aspiration to the system.

	4
	Fuel Rail
	Stainless Steel
	300x30
	·         For effective fuel distribution

	5
	Switch
	SPST switch
	-
	·         For Easy control

	6
	Battery
	12 V Lithium DC.
	260x178x321
	·         For Efficient Energy

	7
	Vacuum Hose
	Neoprene rubber
	-
	·         For fluid transportation.

	8
	Wires
	Thin steel
	-
	·         For electricity transportation.


The following fabrication processes were carried out for the fabrication of the machine.
Fastening process: The selected nozzle rail is a separate component on its own, in other to fix it to the frame stand. It is necessary to fasten it with bolt and nut to make it rigid on the frame stand for effective working.
Soldering process: The wires used for electrical connection of the circuit is best connected by soldering to avoid buckling which could hinder the process.
Screwing process: The vacuum hose used in transporting fluid from the tank to the nozzles is best fitted with a clip to avoid leakages from the clearance. Hence, the screw thread is best used for tightening the vacuum hose for effective passage of fluid without leakages.



[bookmark: _i6tkiwod5loa]This is an easiest, safest and fastest way of cleaning multiples of injector nozzles at a time unlike local and layman(technician) ways of cleaning injector nozzles which is very slow and hazardous to the respiratory system of human being if proper care is not taken into consideration. Also, it is the most economical and components conservative machine comparing to the high-end industrial nozzle cleanser. The injector nozzle cleansing is carried out in two processes.
Cleaning Process
In the cleaning process, the main solvent that is used is anti-rust fluid (thinner). The thinner is aspirated by the fuel pump as it was energized by the battery and passes fluid via the vacuum hose to the nozzle that is attached to the Nozzle rail and the nozzles flushes out the clogged fluid as it was energized by the battery. Hence, the nozzle is cleaned in the process.
Spraying evaluation process
In this process, the main solvent that is used is petrol (PMS). The petrol is aspirated by the fuel pump as it was energized by the battery and passes fluid via the vacuum hose to the nozzle that is attached to the Nozzle rail and the nozzles sprays out the clearer fluid as it was energized by the battery. Hence the nozzle sprays effectively with the adequate pressure as delivered by the fuel pump.
[image: IMG_20200109_131101_335]
Figure 2. The fuel injector nozzle machine
The performance evaluation of the machine was done based on the two processes in which the machine work was carried out. This evaluation is carried out using 500ml measuring cylinder for fluid spray collection and measuring purpose.
Table 2. Static flow rate observation of cleaning process at Fluid pressure of 8 psi
	No of nozzle holes
	Fluid volume(ml)
	Time to clearer fluid(sec)
	Cleaning efficiency (%)

	4
	290
	16
	90

	3
	350
	39
	90

	2
	430
	52
	85



Table 3.  Average flow rate observation of cleaning process.
	Fluid volume(ml)
	Time taken(sec)
	Average flow rate

	290
	16
	18.13

	350
	39
	8.97

	430
	52
	8.27









Figure 3 Average flow rate observation of Cleaning process.
Table 4.	 Static flow rate observation of spraying process.
	No of nozzle holes
	Fluid pressure(psi)
	Fluid volume(ml)
	Time taken(sec)
	Spraying efficiency (%)

	4
	8
	410
	45
	95

	3
	8
	370
	45
	95

	2
	8
	310
	45
	95



Table 5.  Average flow rate observation of spraying process.
	Fluid volume(ml)
	Time taken(sec)
	Average flow rate

	410
	45
	8.50

	370
	45
	8.22

	310
	45
	6.88









Figure 4. Average flow rate observation of spraying process.
This result is based on test carried out on injector nozzles varying from 2, 3 and 4 injector nozzle holes.The fluid pressure is determined by the 8psi external fuel pump used in the experiment and the fluid is  collected by 500ml measuring cylinder. It is deducted that the spraying process has the highest efficiency with average of 95% comparing to the cleaning process of average of 85% efficiency. 



3. DISCUSSION & CONCLUSION

It is observed that the cleaning process is essential in the cleansing operation of the injector nozzles before carrying out the spraying evaluation process. Also, it is observed that nozzles with high number of nozzle holes flushes out clogged particles and dirty liquids than nozzles with least nozzle hole. Hence, it is suggested that injector nozzles are attached to the nozzle rail from least hole to the highest hole considering the inward flow of the fluid from the fuel pump as the fluid pressure decreases along the outlet hole of nozzle rail for proper and effective cleansing operation of the injector nozzle.This is to enable the injector nozzle with the least nozzle hole has the highest possible pressurized fluid as it comes in from the fuel pump into the nozzle rail chamber  then  the high injector nozzle hole to the highest nozzle hole for effective cleansing operation.

It could be inferred fro the performance evaluation that the cleaning process takes less time to clean the injector nozzle with highest nozzle holes down to the least nozzle holes. Also, it consumes less antirust fluid to flush out clogged particles and dirty liquids in the injector nozzle with highest nozzle holes down to the least nozzle holes. Invariably, it is deducted that in spraying evaluation process, the injector nozzle with highest nozzle hole sprays fluid faster and more effective comparing with least injector nozzle holes.

During the cause of fabrication process of the machine, fasteners  are used to join the components such as fuel pump and nozzle rail are attached to the frame with bolt and nut, also nozzles are attached to the rails with pins and the fuel hoses are connected with the aid of hose clips. These methods are employed to pave way for easy maintenance and part replacement should in case of damages occurrence in the nearest future.
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Average flow rate per seconds

Fluid volume(ml)	1	2	3	290	350	430	Time taken(sec)	1	2	3	16	39	52	Average flow rate	1	2	3	18.13	8.9700000000000006	8.27	



Average flow rate per seconds

Fluid volume(ml)	1	2	3	410	370	310	Time taken(sec)	1	2	3	45	45	45	Average flow rate	1	2	3	9.1	8.1999999999999993	6.9	
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