
16


Design, development and performance evaluation of a semi-automatic paddy drum seeder with motor-assisted seed metering for direct-seeded rice cultivation


Abstract
A semi-automatic paddy drum seeder with motor-assisted seed metering was designed, developed, and evaluated to improve seeding precision and operational efficiency in direct-seeded rice cultivation. The present work was carried out during (2024-25) at M.S. Swaminathan Vayal Kudam, Department of Agricultural Engineering, Paavai Engineering College, Namakkal, Tamil Nadu, India, under puddled field conditions using pre-germinated rice seeds. The developed system integrates a low-power DC motor to drive the seed drum, thereby decoupling seed metering from operator walking speed while maintaining manual forward movement.
Field performance of the semi-automatic drum seeder was quantitatively compared with conventional manual broadcasting through replicated field trials. The developed seeder achieved a significantly lower seed rate (55 ± 4.2 kg ha⁻¹) compared to manual broadcasting (110 ± 8.6 kg ha⁻¹), resulting in a reduction of approximately 50%. The time required for sowing decreased from 5.5 ± 0.7 h ha⁻¹ to 2.5 ± 0.4 h ha⁻¹, and labour requirement was reduced from 8.0 ± 0.6 h ha⁻¹ to 4.0 ± 0.3 h ha⁻¹. Effective field capacity increased from 0.18 ± 0.03 ha h⁻¹ to 0.40 ± 0.05 ha h⁻¹, while field efficiency improved significantly from 36.9 ± 2.8% to 86.1 ± 3.5%. Statistical analysis using Student’s t-test confirmed significant differences between sowing methods (p < 0.05), and one-way ANOVA indicated consistent performance across replications.
The developed semi-automatic paddy drum seeder was fabricated at a prototype cost of approximately Rs. 7,500 making it an economically viable option for smallholder use. The results confirm that motor-assisted seed metering enhances uniformity, reduces input use, and improves field efficiency without increasing system complexity. Overall, the developed seeder provides a low-cost, energy-efficient, and scalable mechanization solution that supports sustainable rice production for small and marginal farmers.
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1. Introduction
Rice (Oryza sativa L.) is one of the most widely cultivated cereals globally and a staple for billions of people, accounting for a significant portion of caloric intake in Asia and Africa. Traditional rice production through transplanting is labour-intensive, time-consuming, and involves high input and water requirements, making it less sustainable under increasing labour shortages and resource constraints (Liu, 2025; Singh et al., 2014; Zhang et al., 2025). Direct-seeded rice (DSR), which involves sowing seeds directly into the field, has emerged as a promising alternative because it eliminates the need for nursery raising and transplanting, thereby reducing labour and water requirements while improving crop establishment flexibility (Nguyen-Van-Hung et al., 2024; Devi 2023). Mechanization of DSR can further enhance operational efficiency, reduce input costs, and support sustainable crop production systems.
Among mechanized options for rice seeding, drum seeders have been widely adopted due to their simplicity, low cost, and ability to provide row sowing of pre-germinated seeds, which improves geometry and facilitates better early crop growth compared to broadcasting (Singh et al., 2014; Al Mamun et al., 2024). Drum seeders also reduce labour and time requirements relative to manual methods and enable more precise seed placement compared with hand broadcasting, which often results in uneven stands and higher seed rates (Nguyen-Van-Hung et al., 2024). However, conventional manually operated drum seeders still depend on operator walking speed and uneven seed meter performance, resulting in inconsistent seed rate and spacing (Kaur et al., 2017; Singh et al., 2014; Sadhukhan, et al., 2021) and limiting their effectiveness in achieving precision seeding.
Research on drum seeder performance has reported variations in seed rate, field efficiency, and crop yield associated with machine design and operating conditions (Sudharani et al 2019; Zhang et al., 2025). Efforts to improve seed metering, such as modifying slot geometry, integrating agitators (Didarul Islam, 2006), and applying additive manufacturing techniques for complex components (Nguyen-Van-Hung et al., 2024), highlight ongoing attempts to enhance seeder functionality. Meanwhile, mechanized direct seeding methods have also been shown to reduce seed rate, operational costs, and carbon footprint compared with broadcast systems (Nguyen-Van-Hung et al., 2024; Sreenivasulu et al., 2026).
Despite these advancements, there is still a need for practical, low-cost, and technically robust seeding systems that can deliver consistent seed placement and higher field efficiency under varying field conditions, particularly for small and marginal farmers. This research addresses this gap by designing, developing, and evaluating a semi-automatic paddy drum seeder with motor-assisted seed metering and comparing its performance with conventional manual broadcasting under puddled field conditions.
2. Materials and Methods
2.1 Design Considerations
The semi-automatic paddy drum seeder was designed to achieve uniform seed metering independent of operator walking speed, while maintaining simplicity, low cost, and suitability for small and marginal farmers. The primary design objectives were to (i) reduce seed rate variability, (ii) improve field efficiency, (iii) minimize labour requirement, and (iv) ensure ease of operation under puddled field conditions typical of wet direct-seeded rice cultivation.
Motor-assisted seed metering was adopted to decouple drum rotation from ground wheel motion, thereby overcoming the limitations of manually operated drum seeders, where variations in forward speed directly influence seed discharge rate.
[image: ]           Figure 1. Design configuration of the semi-automatic paddy drum seeder 
2.2 Description of the Semi-Automatic Paddy Drum Seeder
The semi-automatic paddy drum seeder was designed with careful consideration of material selection, power requirement, energy efficiency, and operator comfort to ensure suitability for small and marginal farmers. A PVC seed drum was selected in place of conventional steel or iron drums due to its lightweight nature, resistance to corrosion under puddled and high-moisture field conditions, and lower fabrication cost. The smoother surface of PVC facilitates uniform flow of pre-germinated seeds with minimal clogging and reduced seed damage, while also allowing easy drilling and modification of perforations for precise seed rate control. Seed drum rotation was achieved using a low-power 12 V DC motor, selected to provide consistent seed metering independent of operator walking speed, with the cost of the motor being approximately Rs. 1,500, contributing minimally to the overall prototype cost. The motor was powered by a 12 V rechargeable battery, which provided a continuous operating duration of about 4–5 hours on a single charge, sufficient to complete sowing operations without frequent recharging. The developed seeder was configured as a walking-type implement, wherein the operator walks behind the machine to guide its forward movement. A seating-type configuration was not adopted to maintain simplicity, reduce overall weight and cost, and ensure better maneuverability under puddled field conditions. This walking-type design also enables easier turning at field ends and improved control in small and irregularly shaped fields, thereby enhancing operational convenience and field efficiency.
Table 1. Technical specifications of the developed semi-automatic paddy drum seeder
	Parameter
	Specification

	Type of machine
	Semi-automatic paddy drum seeder

	Frame material
	Mild steel

	Seed metering mechanism
	Perforated PVC drum

	Number of seed drums
	One

	Drum drive system
	DC motor (12 v) with chain and sprocket

	Power source
	Rechargeable battery (12 v)

	Mode of operation
	Manual forward movement with motor-assisted seed metering

	Suitable crop
	Paddy (pre-germinated seeds)

	Field condition
	Puddled wetland

	Operator requirement
	Single operator



2.3 Seed Metering Mechanism
Pre-germinated paddy seeds were metered through uniformly spaced perforations on the surface of the drum. The drum rotation speed was selected based on preliminary trials to achieve the desired seed rate for direct-seeded rice. The motor-assisted rotation enabled consistent seed flow, reduced seed clumping, and minimized seed loss during operation.
2.4 Field Experimental Conditions
The present research was conducted at M.S. Swaminathan Vayal Kudam, Department of Agricultural Engineering, Paavai Engineering College, Namakkal, Tamil Nadu, India, during 2024-25. The experimental site is located in the north-western agro-climatic zone of Tamil Nadu, at an approximate latitude of 11.22° N and longitude of 78.17° E, with an average elevation of about 300 m above mean sea level.
Field evaluation trials were carried out on a puddled wetland rice field covering a total experimental area of 0.4 ha. The experimental field was divided into uniform sub-plots of size 20 m × 10 m (0.02 ha each) to facilitate replicated evaluation of the semi-automatic paddy drum seeder and conventional manual broadcasting under comparable field conditions.
The soil of the experimental site was clay loam in texture, typical of wetland rice ecosystems. Prior to sowing, the field was prepared through standard puddling operations to achieve uniform soil moisture and surface conditions. Pre-germinated rice seeds were used uniformly for all treatments to ensure consistency across experimental plots.
All field operations and performance evaluations were conducted under similar environmental and soil conditions to minimize experimental variability and to enable reliable comparison between sowing methods.
2.5 Performance Parameters
The performance of the developed seeder was evaluated based on the following parameters:
· Seed rate (kg ha⁻¹)
· Time required for sowing (h ha⁻¹)
· Labour requirement (h ha⁻¹)
· Effective field capacity (ha h⁻¹)
· Field efficiency (%)
These parameters were selected to observe both operational efficiency and labour-saving potential of the developed machine.
2.6 Performance Evaluation Equations
The performance of the semi-automatic paddy drum seeder and the conventional manual broadcasting method was evaluated using standard agricultural engineering performance indices. All parameters were calculated on a per-hectare basis to enable direct comparison between sowing methods.
2.6.1 Seed Rate
Seed rate was determined as the total quantity of seed used to sow a known area and expressed on a hectare basis using Eq. (1): Kepner et al. (2018)

where
= weight of seed used for sowing (kg)
= area covered during sowing (m²)
2.6.2 Effective Field Capacity
Effective field capacity represents the actual area covered by the machine per unit time under field conditions, accounting for turning, overlap, and minor stoppages. It was calculated using Eq. (2): Hunt (2001) and Srivastava et al. (2006)

where
= effective area covered (m²)
= total time required for sowing (h)
2.6.3 Theoretical Field Capacity
Theoretical field capacity was estimated based on the rated working width of the seeder and the forward speed of operation, assuming ideal field conditions without losses, using Eq. (3): Hunt (2001) and Srivastava et al. (2006).

where
= effective working width of the seeder (m)
= forward speed of operation (km h⁻¹)
2.6.4 Field Efficiency
Field efficiency indicates the effectiveness of machine utilization under actual field conditions and was calculated as the ratio of effective field capacity to theoretical field capacity using Eq. (4): Srivastava et al. (2006).

2.6.5 Labour Requirement
Labour requirement was expressed as the total labour hours required to complete sowing of one hectare and was calculated using Eq. (5): Hunt (2001).

where
= number of labourers involved in the operation
= total time required for sowing (h)
= area covered (ha)
2.6.6 Data Processing
All measured and derived performance parameters were averaged across replications and expressed as mean ± standard deviation (SD). These values were subsequently used for statistical comparison between the semi-automatic drum seeder and manual broadcasting.
2.7 Experimental Design and Statistical Analysis
The experiment was laid out using a completely randomized design with multiple replications for each sowing method. Mean values and standard deviations were calculated for all performance parameters.
Statistical significance between the semi-automatic drum seeder and manual broadcasting was evaluated using Student’s t-test at a 5% level of significance (p < 0.05). One-way analysis of variance (ANOVA) was employed to assess variability among replications and to confirm consistency of machine performance across field trials. All statistical analyses were performed using standard statistical software.
3. Results and Discussion
3.1 Seed Rate
Seed rate is a critical parameter influencing crop establishment, input cost, and yield potential in direct-seeded rice systems. The semi-automatic paddy drum seeder recorded a significantly lower seed rate of 55 ± 4.2 kg ha⁻¹ compared to 110 ± 8.6 kg ha⁻¹ for conventional manual broadcasting (Table 1). Statistical analysis using Student’s t-test indicated that the difference was significant at p < 0.01.
The reduction in seed rate can be attributed to the motor-assisted seed metering mechanism, which ensured uniform drum rotation independent of operator walking speed. In manual broadcasting, excessive seed usage is common due to uneven hand distribution and overlapping, leading to higher variability, as reflected by the larger standard deviation. Similar reductions in seed rate with mechanized direct seeding have been reported by Singh et al. (2014) and Rahman et al. (2019), who emphasized the role of controlled seed placement in improving resource-use efficiency.
3.2 Time Required for Sowing
The time required to complete sowing of one hectare using the semi-automatic drum seeder was 2.5 ± 0.4 h ha⁻¹, which was significantly lower than the 5.5 ± 0.7 h ha⁻¹ recorded for manual broadcasting. The observed reduction of more than 50% was statistically significant (p < 0.05).
This improvement is mainly due to continuous and uniform seed discharge, which minimized stoppages and re-sowing operations. Manual broadcasting typically involves frequent interruptions to ensure coverage, thereby increasing operational time. Comparable reductions in sowing time using drum seeders over manual methods have been reported by Baruah (2009) and Sudharani et al. (2019).

3.3 Labour Requirement
Labour requirement decreased significantly from 8.0 ± 0.6 h ha⁻¹ under manual broadcasting to 4.0 ± 0.3 h ha⁻¹ with the semi-automatic drum seeder. The difference was statistically significant at p < 0.05.
Labour savings achieved through mechanized direct seeding are particularly important in regions facing acute labour shortages and rising wage rates. The present results are consistent with findings reported by Al Mamun et al. (2024), who highlighted labour efficiency as a key driver for adoption of drum seeders in smallholder rice systems.
3.4 Effective Field Capacity
The effective field capacity of the semi-automatic drum seeder was 0.40 ± 0.05 ha h⁻¹, which was more than double that of manual broadcasting (0.18 ± 0.03 ha h⁻¹). The difference was statistically significant (p < 0.01).
Higher effective field capacity resulted from uninterrupted operation and reduced overlap losses, which are common in manual broadcasting. The integration of motor-assisted drum rotation ensured consistent seed flow, thereby improving operational efficiency. Similar improvements in field capacity using mechanized wet direct seeding systems have been reported by (Nguyen-Van-Hung et al., 2024).
3.5 Field Efficiency
Field efficiency was significantly higher for the semi-automatic drum seeder (86.1 ± 3.5%) compared to manual broadcasting (36.9 ± 2.8%). One-way ANOVA revealed no significant variation among replications (p > 0.05), indicating stable and consistent machine performance across field trials.
High field efficiency reflects effective utilization of operating time and minimized non-productive losses. The present results confirm that partial automation at the seed metering stage can substantially enhance machine efficiency without the complexity of full automation. Similar conclusions were drawn by Selvam et al. (2024) in their study on advanced drum seeder designs.


3.6 Engineering and Sustainability Implications
The improved performance of the semi-automatic paddy drum seeder demonstrates that decoupling seed metering from operator motion is an effective engineering strategy for enhancing precision in direct-seeded rice. Reduced seed rate directly lowers input cost, while lower labour requirement and higher field efficiency improve economic viability. From a sustainability perspective, optimized seed use and reduced operational time contribute to lower energy consumption and reduced environmental footprint, aligning with the findings of Nguyen-Van-Hung et al. (2024) and Sadhukhan et al. (2023).
Table 2. Performance comparison of the developed semi-automatic paddy drum seeder and conventional manual broadcasting
	Performance parameter
	Semi-automatic drum seeder
	Manual broadcasting

	Seed rate (kg ha⁻¹)
	55 ± 4.2ᵃ
	110 ± 8.6ᵇ

	Time required for sowing (h ha⁻¹)
	2.5 ± 0.4ᵃ
	5.5 ± 0.7ᵇ

	Labour requirement (h ha⁻¹)
	4.0 ± 0.3ᵃ
	8.0 ± 0.6ᵇ

	Effective field capacity (ha h⁻¹)
	0.40 ± 0.05ᵃ
	0.18 ± 0.03ᵇ

	Field efficiency (%)
	86.1 ± 3.5ᵃ
	36.8 ± 2.03ᵇ


(Values are expressed as mean ± standard deviation (SD). Means followed by different superscript letters (a, b) within a row are significantly different at p < 0.05 based on Student’s t-test. Consistency across replications was verified using one-way ANOVA (p > 0.05
Bars represent mean values obtained from replicated field trials. Numerical values are displayed above each bar for clarity.
(Statistical significance is reported in Table 2; differences were significant at p < 0.05.)
[image: ]Figure 2. Overall comparative performance of the semi-automatic paddy drum seeder and conventional manual broadcasting. 

[image: ][image: ]Figure 3. Schematic diagram of the semi-automatic drum seeder

4. Conclusion
A semi-automatic paddy drum seeder with motor-assisted seed metering was successfully designed, developed, and evaluated under puddled field conditions for direct-seeded rice cultivation. The integration of motor-assisted drum rotation effectively decoupled seed metering from operator walking speed, resulting in uniform seed discharge and improved operational consistency. The use of a lightweight, corrosion-resistant PVC seed drum, combined with a low-power 12 V DC motor and battery-operated system, contributed to reliable performance under wetland conditions while maintaining simplicity of design. Field evaluation demonstrated that the developed seeder significantly reduced seed rate and labour requirement, while substantially improving effective field capacity and field efficiency when compared with conventional manual broadcasting. Statistical analysis confirmed that all key performance parameters differed significantly between sowing methods (p < 0.05), and performance stability across replications was validated using one-way ANOVA.
The reduction in seed rate and labour input directly contributes to lower production costs, while improved field efficiency enhances timeliness of sowing, an important factor influencing rice productivity. These performance gains were achieved through a simple electromechanical modification without full automation, ensuring ease of operation and minimal maintenance. The developed prototype was fabricated at an approximate cost of Rs. 7,500, making it economically accessible for small and marginal farmers. Overall, the semi-automatic paddy drum seeder represents a practical, low-cost, energy-efficient, and sustainable mechanization option that can support wider adoption of direct-seeded rice and improve resource-use efficiency in rice-based cropping systems.
5. Implications and Future Scope
The findings of this study demonstrate that targeted motor assistance at the seed metering stage can significantly enhance the efficiency and precision of direct-seeded rice operations without increasing system complexity. From a practical standpoint, the developed semi-automatic paddy drum seeder has strong potential for adoption by small and marginal farmers due to its low cost, ease of operation, and reduced labour dependency.
Future work may focus on optimizing drum perforation geometry and motor speed control to further improve seed spacing uniformity across different rice varieties and seed sizes. Integration of a simple electronic speed controller or low-cost sensor-based feedback mechanism could enhance adaptability of seed metering under varying field and soil conditions. Development of interchangeable drums or adjustable perforation inserts may allow the same seeder to be used for different crops or seed grades, improving versatility.
Long-term field trials across multiple locations and seasons are recommended to evaluate agronomic performance, crop establishment, yield response, and economic benefits under diverse agro-climatic conditions. Further studies may also assess the durability of PVC components, battery life under extended use, and maintenance requirements during prolonged field operation. In addition, energy consumption analysis and life-cycle environmental impact assessment would strengthen the sustainability evaluation of the system. Incorporation of ergonomic improvements and minor structural refinements to enhance operator comfort could further improve field usability. Such developments would enhance the scalability, adaptability, and adoption potential of semi-automatic seeders in mechanized rice production systems.
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